










Choose the Controller  
That’s Right for Your Workflow 

The imagePRESS C6000VP digital press can be configured 

with either a Canon Controller or one of two Fiery®-based 

imagePRESS Servers. As your business evolves over time, 

you can upgrade from one controller to another. 

Canon Controller

In environments with basic graphic-processing requirements, 

the Canon Controller can send and control jobs directly from 

your desktop. Users can access and adjust documents in the 

print queue and choose the appropriate paper and finishing 

mode. Capabilities include Secured Print, Print-to-Mail Box, 

and Edit & Preview.

imagePRESS Servers

For production environments with more challenging  

requirements, Canon offers the imagePRESS Server A3100 

and imagePRESS Server A2100. Both include ColorWise® 

color management software, Spot-On® capabilities for 

accurate reproduction of PANTONE® colors, and Hot Folders 

to eliminate the time-consuming chore of configuring print set-

tings for multiple jobs.

The imagePRESS Server A3100 is more powerful and can 

handle graphic-intensive, VDP projects even in the most 

demanding print-production environments. It features dual 

processors, advanced color management and proofing 

capabilities, document and device security measures, and 

diagnostic tools for on-press adjustments. The imagePRESS 

Server A3100 can handle late-stage PDF editing and works 

seamlessly with popular VDP applications. It can integrate 

with JDF for production management and cost control and 

can work with EFI® MIS and Web-to-print solutions as well 

as other Canon or third-party digital printing systems. The 

imagePRESS Server A3100 gives you the flexibility to create 

personalized marketing materials and benefit from the new-

est opportunities in production printing. 

The imagePRESS Server A2100 is for mid- to high-end 

production environments that require increased efficiency 

in order to manage a greater volume and variety of work. 

This server includes high-speed processing, tools for color-

accurate hard-copy and soft proofing, and paper-simulation 

features for previewing jobs or color-matching offset-printed 

jobs. It includes tools for static and variable data print (VDP) 

jobs, local and remote job submission, paper stock man-

agement, tab insertion, and advanced control of the print 

queue. The imagePRESS Server A2100 helps create a more 

automated, unified workflow to reduce labor, avoid errors, 

shorten preparation time, and increase productivity in busy 

environments with a variety of customers.  

Choose the option that supports the type of work  
you do now and the work you plan to do tomorrow.

imagePRESS 
Server A3100 

imagePRESS
 Server A2100
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MARKING ENGINE
Technology:	 Laser Electrostatic Transfer System
Resolution:	 Up to 1200 x 1200 dpi
Halftones:	 256-Level Grayscale
Print Speed
	 Simplex:	 60 ppm (Letter)* 

	 30 ppm (11” x 17”)* 
	 26.8 ppm (13” x 19”)*

	 Duplex/Perfect: 	 60 ipm (Letter)* 
	 30 ipm (11” x 17”)* 
	 26.8 ipm (13” x 19”)*

Maximum Paper Size: 	 13” x 19.2”
Paper Feeding
	 Standard:	 2,000 Sheets (20 lb. Bond)
Maximum:	 10,000 Sheets (20 lb. Bond) with  

	 Optional 2 POD Decks
Acceptable Paper Weight: 	 17 lb. Bond to 110 lb. Cover  

	 (64g/m² to 300g/m²) (All Trays)
Duplexing/Perfecting: 	 Automatic Duplex/Perfect Any 

	 Supported Stock
Power Source:	 3-Phase 208V/30A
Dimensions (H x W x D):	 Approx. 52.4” x 101.8” x 44.7” 

	 (1330mm x 2586mm x 1135mm)
Weight: 	 Approx. 2,645 lb. (1,200kg)

INPUT ACCESSORIES
POD Deck-A1
Paper Capacity:	 4,000 Sheets (1,000 x 2 + 2,000) 

	 (20 lb. Bond)
Minimum Paper Size:	 7.2” x 7.2”
Maximum Paper Size:	 13” x 19.2”
Paper Weight:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
Dimensions (H x W x D): 	 Approx. 43.1” x 38.9” x 31.2” 

	 (1095mm x 987mm x 792mm)
Weight:	 Approx. 551 lb. (250kg)
Power Source:	 208V/15A
Secondary POD Deck-A1
Paper Capacity:	 4,000 Sheets (1,000 x 2 + 2,000)  

	 (20 lb. Bond)
Minimum Paper Size:	 7.2” x 7.2”
Maximum Paper Size:	 13” x 19.2”
Paper Weight:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
Dimensions (H x W x D):	 Approx. 43.1” x 31.9” x 31.2” 

	 (1095mm x 811mm x 792mm)
Weight:	 Approx. 507 lb. (230kg)
Power Source:	 From POD Deck-A1
Paper Deck-AC1
Paper Capacity:	 3,500 Sheets (20 lb. Bond)
Paper Size:	 Letter, Letter-R, Legal, 11” x 17”, 

	 12” x 18”, 13” x 19”
Paper Weight: 	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
Dimensions (H x W x D):	 Approx. 22.4” x 23.7” x 24.4” 

	 (570mm x 601mm x 621mm)
Weight: 	 Approx. 112 lb. (51kg)
Power Source:	 From Marking Engine
Stack Bypass-A1
Paper Capacity:	 100 Sheets (20 lb. Bond)
Minimum Paper Size:	 5.5” x 7.2”
Maximum Paper Size:	 13” x 19.2”
Paper Weight:	 17 lb. Bond to 140 lb. Index 

	 (64g/m² to 256g/m²)

Color Image Reader-H1
Image Sensor:	 CCD
Document Size:	 Statement to 11” x 17”
Resolution:	 600 x 600 dpi, 256 Gradations
Dimensions (H x W x D):	 Approx. 4.1” x 28.8” x 23.4” 

	 (105mm x 732mm x 595mm)
Weight:	 Approx. 38.5 lb. (17.5kg)
Power Source:	 From Marking Engine
DADF (Duplex Automatic Document Feeder)-R1
Tray Capacity:	 100 Sheets (20 lb. Bond)
Scanning Speed:	 Up to 80 ipm (300 dpi) 

	 Up to 50 ipm (600 dpi)
Acceptable Original Size:	 Statement to 11” x 17”
Acceptable Paper Weight:	 13 lb. Bond to 80 lb. Cover  

	 (50gsm to 216gsm)
Dimensions (H x W x D):	 Approx. 5.6” x 25.4” x 22.4” 

	 (143mm x 646mm x 569.5mm)
Weight:	 Approx. 47.3 lb. (21.5kg)
Power Source:	 From Marking Engine

FINISHING ACCESSORIES
High-Capacity Stacker-C1
Offset Stack Capacity:	 5,000 Sheets (20 lb. Bond)
Top Tray Capacity:	 1,000 Sheets (20 lb. Bond)
Maximum Paper Size:	 13” x 19.2”
Acceptable Paper Weight:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
Number of Units  

Connected at Once:	 Up to 2
Dimensions (H x W x D):	 Approx. 48.8” x 33.9” x 30.1” 

	 (1240mm x 860mm x 765mm)
Weight:	 Approx. 440 lb. (200kg)
Power Source:	 115V/15A (Second Stacker 

	 Receives Power from First Stacker)
Perfect Binder-B1
Cutting Method:	 Stack Rotation 3-Direction or 

	 1-Direction Cut
Finished Book Size (After  

3-Direction Cutting):	 5.4” x 7.99” (138mm x 203mm) to  
	 8.5” x 11.69” (216mm x 297mm)

Book Thickness:	 10 to 200 Sheets (20 lb. Bond) 
	 (up to 25mm)

Warm-Up Time:	 440 Seconds
Trim Range (Adjustable in 0.5mm Increments)
	 Side:	 .26” to 1.95” (6.5mm to 49.5mm)
	 Top and Bottom:	 .26” to 1.56” (6.5mm to 39.5mm)
Dimensions (H x W x D):	 53.5” x 36.3 x 31.1” 

	 (1359mm x 922mm x 790mm)
Weight:	 Approx.  697 lb. (316kg)
Power Source:	 208V/15A
Finisher-AB1/Saddle Finisher-AB2
Number of Trays:	 2 to 3
Tray Capacity
	 Top Tray:	 3,000 Sheets (20 lb. Bond)
	 Lower Tray:	 2,000 Sheets (20 lb. Bond)
Saddle-Stitch Tray:	 30 Booklets or Limitless
Staple Positions:	 Corner Stapling, Double Stapling
Acceptable Paper Weight
	 Finisher:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
	 Saddle Finisher:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)

Acceptable Paper Size
	 Stapling:	 Executive, Statement-R, Letter-R, 

	 Letter, Legal, 11” x 17”
	 Sheet Stacking:	 Up to 13” x 19.2”
	 Saddle Finisher:	 Letter-R, Legal, 11” x 17”, 

	 12” x 18”
Max. Stapling Capacity:	 Up to 100 Sheets
Max. Booklet Stapling
Capacity:	 Up to 20 Saddle-Stitched Sheets
Dimensions (H x W x D):	 Approx. 46.5” x 31.5” x 31.2” 

	 (1180mm x 800mm x 792mm)
Weight
	 Finisher:	 Approx. 278 lb. (126kg)
	 Saddle Finisher:	 Approx. 392 lb. (178kg)
Power Source:	 208V/15A
Booklet Trimmer-C1
Margin Trimming:	 Open-end Only
Trim Amount:	 0.08” to 0.78” (2mm to 20mm)
Trim Thickness:	 40 Sheets
Waste Tray Capacity:	 1,500 Sheets of Trimmed Strip
Acceptable Paper Weight:	 17 lb. Bond to 110 lb. Cover 

	 (64g/m² to 300g/m²)
Output Tray Capacity:	 30 Booklets
Dimensions (H x W x D):	 Approx. 40.9” x 62” x 30.3” 

	 (1040mm x 1575mm x 770mm)
Weight:	 Approx. 335 lb. (152kg)
Power Source:	 From Finisher
Puncher Unit-V1 (Option for Finisher/Saddle Finisher)
Punch Method:	 Press Punch System
Max. Paper Weight:	 17 lb. Bond to 110 lb. Index 

	 (64g/m² to 200g/m²)
Paper Sizes
	 2-Hole:	 Legal, Letter-R
	 3-Hole:	 11” x 17”, Letter
Punch Speed:	 Up to 70 ppm  

	 (Depends on Speed of Marking 
	 Engine)

Power Source:	 From Finisher
Document Insertion Unit-C1 (Option for Finisher/Saddle Finisher)
Number of Trays:	 2
Capacity
	 Upper Tray:	 200 Sheets
	 Lower Tray:	 200 Sheets
Acceptable Paper Weight:	 17 lb. Bond to 110 lb. Cover
Acceptable Paper Size
	 Upper Tray:	 7.2” x 7.2” to 11.6” x 13”
	 Lower Tray:	 7.2” x 7.2” to 13” x 19.2”
Dimensions (H x W x D):	 Approx. 8.4” x 24.6” x 26.3” 

	 (213mm x 625mm x 667mm)
Weight:	 Approx. 37.5 lb. (17kg)
Power Source:	 From Finisher
*Regardless of paper weight
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Federal Law prohibits copying of certain documents. Violators may be  
subject to penalties. We suggest that you check with your own legal counsel.  
Canon U.S.A., Inc. and Canon Canada Inc. intend to cooperate with Law  
Enforcement Agencies in connection with claims of unauthorized copying.
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